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TABLE 1
PART A B c D E F a H L M A
NUMBER THEO. pIA 0" RING DIA pIA WRENCH REF. REF. REF. ACROSS RAD
DIA MIN | X-SECTION MAX FLATS RECESS MAX
INCH| mm | INCH| mm | INCH| mm |INCH| mm |INCH| mm |INCH| mm |INCH| mm |INCH| mm |INCH| mm |INCH| mm |INCH| mm
85|98 027 0,69].1985|5,042 113 | 2,87 0420] 1,07 265| 6,73
FOBF3002-6-( )| "575| 9,60| 942 | 899|023 | 058 |.1965|4,991|:7985|%:992) '105 | 2,74|-027| 9:69 | 470| 1,04 | 558 |1% 77| 250 6,35 | -030 | 0.76
T s07(1z,88 027 0,69|.2595|6,591 135 | 3,43 0695 1,77 336 8,53
FOBF3002-8-1 1| 4g9|12,67| 463 | 1" 76| 025 | 0,58 |.2575| 65412595 6-597) 1150 | 3,30 | -95°| %40 | pegs| 1,74 | 692 |17:58| 521 | 8,15 |-030| 0,76
—Teas|.13 037 0,94|.3115|7,912 152 | 3,86 0898| 2,28 437 1,10
FeBr3002-10-( )| 832112001 577 | 14,66\ 9371 534 | sl 7 byl -3710(7.899 1321 2801 070 176 |-0699 2281 692 |22.66| 437 | 2 1| 040| 102
76219,35 037 0,94|.57489,512 185 | 4,70 1167 2,96 524 13,31
Feeraooz-12-( )| 752|758 696 |17,68| 93T | 0o 3 o aag-374019,500] <185 | %10\ 080 | 2,03 |- 11671 2981 1.090|27,69| 355 | 15 a0 -040] 1,02
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TABLE 1 (cont) INSTALLED DIMENSIONS MECHANICAL PROPERTIES
PART MINIMUM | RECOMMENDED J K BREAK OFF | TENSILE DOUBLE LOCKING 8 T
NUMBER CAVAILABLE HOLE DIA MAX LIMITS |STRUCTURAL|  SHEAR TORQUE MAX ACROSS
g:éf; SIZE MIN <7) FAILURE (MIN} MIN MIN HEX. REF.
H
L INCH| mm | INCH| mm | INCH| mm | INCH| mm | LBS.| N | t8S.| N |IN-UBS| Nm | INCH| mm | INCH| mm
. i .202 | 5,13 +103| +2,62
FCBF3002-6-( } 150 999 | 505 | 290 7,37 |.350 | 8,89 | "0\ 5ag| 1400 | 6230| 4600 20460) 1.5 | 0,170| .019 | 0,48 | .375 | 9,52
N i 263 | 6,68 +103 ] +2,62
FCBF3002-8-( ) 200 260 | 6.60 | 385 | S7B| 450 | 11,43 | T 0| rag| 2100 | 9340 7900 | 35140\ 2.5 |0,282| .020 | 0,51 | .375 | 9,52
4. } .315 | 8,00 +,103 | +2,62
FCBF3002-10+( ) 250 310 | 7,92 | 455 | 1156 | 550 | 13,97 | o | 3600 16010| 11350|50480| 3.5 |0,400| .026 | 0,66 | .500 | 12,70
o . .378 | 9,60 +103] +2,62
FC8F3002-12+( | 250 375 | 952|550 |13.97| .625 | 15,87 | T 0| 5 0p| 5000 | 22240| 16450\ 78170| 4.0 | 0,452| .029 | 0,74 | .500 | 12,70
TABLE 2
2nd GRIP RANGE 2nd GRIP RANGE
DASH DASH
NUMBER MIN. GRIP MAX. GRIP NUMBER MIN. GRIP MAX. GRIP
(GRIF] INCH mm INCH mm (GRIP) INCH mm INCH mm
950 .900 22,86 .950 24,13
150 .100 2,54 150 3,81 1000 .950 24,13 1.000 | 25,40
200 150 3,81 .200 5,08 1050 1.000 | 2540 1.050 | 26,67
250 .200 5,08 .250 6,35 1100 1.050 26,67 1.100 27,94
300 .250 6,35 .300 7,62 1150 1.100 27,94 1.150 29,21
350 .300 7,62 .350 8,69 1200 1.150 29,21 1200 | 30,48
400 .350 8,89 400 10,16 1250 1.200 30,48 1.250 31,75
450 400 10,16 450 1,43 1300 1.250 31,75 1.300 33,02
500 450 1,43 .500 12,70 1350 1.300 33,02 1.350 | 34,29
550 .500 12,70 .550 13,97 1400 1.350 | 34,29 1.400 | 35,56
600 .550 13,97 .600 15,24 1450 1.400 35,56 1.450 | 36,83
650 .600 15,24 |- .650 16,51 4 1500 1.450 36,83 1.500 38,10
700 .650 16,51 .700 17,78 1550 1.500 38,10 1.550 39,37
750 .700 17,78 750 19,05 1600 1.550 39,37 1.600 40,64
800 .750 19,05 .800 20,32 1650 1.600 40,64 1.650 41,91
850 .800 20,32 .850 21,59 1700 1.650 41,91 1.700 43,18
900 .850 21,59 .900 22,86
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AND HEAT TREAT:

RAM

NUT: 6AL-4V TITANIUM PER AMS 4928, OR AMS 4967;
HEAT TREATED PER MIL-H-81200 TO 95 KSI SHEAR STRENGTH MINIMUM, MAXIMUM HYDROGEN 125 PPM
SCREW: A-286 PER AMS 5731, AMS 5732 OR AMS §737; HEAT TREATED TO 175 KSI TENSILE MIN,
SLEEVE: 304 STAINLESS STEEL PER AMS 5639, HEAT TREATED AS REQUIRED FOR PERFORMANGE.
INSERT:  ACETAL PER ASTM D4181
DRYVCAP™™:  MILD STEEL
"O" RING BUNA-N PER MIL-R-6855, GRADE 60, CLASS I & CLASS II
FINISH:
{-) NUT:  KAL-GARD ANN-RO #1012 CONVERSION COATING OR PHOSPHATE FLOURIDE PER AMS 2486
MAY BE USED AT MANUFACTURER'S OPTION.

SLEEVE & PASSIVATE PER AMS-QQ-P-35, KAL-GARD ANN-RO #1013
SCREW: CONVERSION COATING OPTIONAL
INSERT:  NONE

DRYVCAP™.  CORROSION RESISTANT COATING, COLOR GRAY
“O" RING: NONE
LUBRICANTS:

SCREW & T10-LUBE 460 OR KAL-GARD FA (AS85272, TYPE I) AS REQUIRED FOR PERFORMANCE

SLEEVE:
NUT:  BARE (NUT NOSE ONLY MAY HAVE DRY FILM LUBRICANT IF REQUIRED FOR PERFORMANCE)
“O" RING: NONE

APPLICABLE SPECIFICATIONS:

PROCUREMENT SPECIFICATION:
SPECIAL LUBE AND FINISH CODES:

NOTES: UNLESS OTHERWISE SPECIFIED
1. PART CODE AND EXAMPLE: FCBF3002 - 6 - 200

2. LOCKING FEATURE CONSISTS OF THREE (3) INDENTATIONS LOCATED 120° APART ON THE PERIPHERY OF
THE NUT COMPONENT AND APPROXIMATELY .040 ABOVE INTERSECTION OF THE NUT NOSE ANGLE AND 0.D.

3>

4>

5. 0" RING PART NUMBER: 20113-(DIA)

6>

THESE FASTENER ARE INTENDED FOR INSTALLATION IN FUEL SEALING AREAS. IMMEDIATELY PRIOR TO
INSTALLATION BRUSH OR SWAB SEALANT PER MIL-S-8802 TYPE II (BMS 5-26) TO THE EXPOSED SCREW
THREADS BETWEEN THE NUT BODY AND THE SLEEVE. ALSO AfPLY SEALANT TO THE EXTERIOR SURFACES
OF THE NUT BODY, THE SLEEVE AND THE SCREW HEAD.

THESE FASTENER ARE NOT SUBJECT TO THE TENSION FATIGUE REQUIREMENTS OF FCBF200.

DISTORTION SHALL NOT PREVENT INSERTION OF THE FASTENER INTO A RING GAUGE OF
LENGTH EQUAL TO ONE DIAMETER AND HOLE DIAMETER EQUAL TO MINIMUM RECOMMENDED
HOLE. INSERTION FORCE SHALL NOT EXCEED 5.0 ibs.

FCBF200 (4>
FCBF202

DESIGNATES GRIP (TABLE 2)
DESIGNATES BASIC DIMENSIONS (TABLE 1)
DESIGNATES BASIC PART NUMBER

APPLY BRUSHABLE, TWO HOUR CURE SEALANT
£ {PER MIL-S-8802, TYPE II) IN THIS AREA
DD
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