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PROJECTION

: MF1968-(*):

NUT & HOUSING -- C1050 CARBON STEEL PER AMS5058 (UNS G10500).
RETAINER -- 7075-76 ALUMINUM ALLOY PER AMS4122 (UNS A97075).
SEAL -- RUBBER PER MIL-PRF-6855, CLASS |, DUROMETER A70, COLOR BLACK.

MF1968X(*):

Deutsch . Huck . K-Fast . Kaynar . Microdot . RAM . Rosan . Screwcorp . Tridair . VOi - Shan .,

Yy

NUT, HOUSING AND RETAINER -- C1050 CARBON STEEL PER AMS5058 (UNS G10500).
SEAL -- RUBBER PER MIL-PRF-6855, CLASS |, DUROMETER A70, COLOR BLACK.

MF1968-(*)H:

NUT, HOUSING AND RETAINER -- C1050 CARBON STEEL PER AMS5058 (UNS G10500).
SEAL -- SILICONE RUBBER, SHORE A55-65, COLOR RED.

MF1968-(*)L AND MF1968X(*)L:
NUT, HOUSING AND RETAINER -- C1050 CARBON STEEL PER AMS5058 (UNS G10500).
SEAL -- FLUOROSILICONE RUBBER PER AMS3325 OR MIL-PRF-25988, COLOR BLUE.

: NUT:

MF1968-(*), MF1968-(*)H AND MF1968-(*)L -- CADMIUM PLATE PER AMS-QQ-P-416, TYPE Il, CLASS 2,
PLUS SOLID FILM LUBRICANT COAT.

MF1968X(*) AND MF1968X(*)L -- CADMIUM PLATE PER AMS-QQ-P-416, TYPE Il, CLASS 2.

HOUSING:

CADMIUM PLATE PER AMS-QQ-P-416, TYPE Il, CLASS 2.

RETAINER:

MF19686-(*) AND MF1968X(*) -- ALODIZE LUBRICANT PER MIL-DTL-5541.

MF1968-(*)H, MF1968-(*)L AND MF1968X(*)L -- CADMIUM PLATE PER AMS-QQ-P416, TYPE Il, CLASS 2.

SEAL:
NONE.

NASM25027, EXCEPT AS FOLLOWS:

A) TEMPERATURE AS NOTED.

INTERNAL AND EXTERNAL PRESSURES FROM 0 TO 50 PSIG.

MF1968-(*) AND MF1968X(*): -65 °F TO +225 °F.

MF1968-(*)H: -65 °F TO +450 °F.
MF1968-(*)L AND MF1968X(*)L: -65 °F TO +350 °F.

1. FLOATABILITY: .015 MINIMUM, RADIALLY, FROM CENTERED POSITION.

.030 MAXIMUM, AXIALLY, FROM CENTERED POSITION.

2. UNLESS OTHERWISE SPECIFIED:
A) DIMENSIONS APPLY AFTER FINISH, BUT BEFORE LUBRICATION.

COVERED BY AN APPROPRIATE EXPORT LICENSE OR ALLOWED FOR BY THE APPROPRIATE REGULATIONS, ECCN: EAR99.
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