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ECTION D-D

MANUFACTURE OF THE PROPRIETARY PARTS SHOWN HERE WITHOUT WRITTEN CONSENT

OF ARCONIC FASTENING SYSTEMS AND RINGS IS ABSOLUTELY PROHIBITTED.
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§§ NOTES; UNLESS OTHERWISE SPECIFIED:

1. FORINSTALLATION PROCEDURE SIZE CAMLOC CATALOG.

2. SEE CAMLOC CATALOG DRAWING 244 AND 214 -16B FOR FLOATING AND BRACKET
TYPE 4002 SERIES RECEPTACLE.
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MANUFACTURE OF THE PROPRIETARY PARTS SHOWN HERE WITHOUT WRITTEN CONSENT
OF ARCONIC FASTENING SYSTEMS AND RINGS IS ABSOLUTELY PROHIBITTED.

THIS DRAWING EMBODIES A CONFIDENTIAL, PROPRIETARY DESIGN & ALL DESIGN, MANUFACTURING
TION, USE & SALE RIGHTS REGARDING SAME ARE EXPRESSLY RESERVED.
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TABLE 1
PART MATERIAL FINISH DESCRIPTION| MOUNTING A B c o |weeHT
NUMBER HOLES +.003 | :.003 LBS/100
214-16 DETAIL - B 1.85
SILICON BRONZE CADMIUM PLATE PER AMS-
PER ASTM B176 QQ-P-418, CLASS 2, TYPE Il
214-16D DETAIL - C 1.77
.69
214-16E DETAIL - B 1.44
21416ED ZINC BASE ALLOY DETAIL - C 1.38
ZINC PLATE PER ASTM B633,
Dé%fz‘_gg”fs’;ﬁ,’* CLASS 8, TYPE il COLORED
214-16EN B86 OR ASTM A240 BLUE FOR IDENTIFICATION DETAIL -8B 1.40
.605
214-16END DETAIL-C 1.34
214-16F ZINC PLATE PER ASTw 8033\ DETAIL - A
DETAIL - B 1.85
214-166 .69
138 | 1000 | .500
214-16GD DETAIL - C 1.77
AN PSS s TYPEN
SILICON BRONZE J
214-16GN SILICON BRONZE DETAIL - B 1.80
21416GND DETAIL - C 1.72
214-16N DETAIL - B 605 1.80
CADMIUM PLATE PER AMS-
QQ-P-416, CLASS 2, TYPE If
214-16ND DETAIL -C 1.72
214-16NS DETAIL - B 1.83
214165 CRES PERASTM AT43 | PASSIVATE PERAMS2700 | DETAIL-E | DETAIL-B 1.88
.69
214-16SD DETAIL - C 1.80
21422 DETAIL - B 215
SILICON BRONZE CADMIUM PLATE PER AMS-
PER ASTM B176 QQ-P-416, CLASS 2, TYPE Il
214220 DETAIL - C 207
DETAIL -D 1.75 | 1375 | .87 81
214.226 ZINC BASE ALLOY DETAIL - B 1.68
ZINC PLATE PER ASTM B633,
Aty CLASS 8, TYPE l COLORED
214-22ED 886 OR ASTM A240 BLUE FOR IDENTIFICATION DETAIL -C 1.61
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