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TABLE 1
PART MATERIAL HEAT FINISH A c D H WEIGHT
NUMBER TREATMENT DIA LBS/100
26R5-1 .278-.284 | 274 | .096-.102 .71 .448
26R5-2 CADMIUM PLATE PER NO RIVET HOLES 77 4617
6757 QQ-P-416, CLASS 2,
s TYPE II, (YELLOW) .247-.253 | 214 | .096-.102 .62 .432
26R5-4 NO RIVET HOLES .62 445
NICKEL PLATE PER
26R5-5 || 5 [EhLe SARBON PER NONE QQ-N-290, CLASS 1, 278-.284 | 274 | .128-134 | .71 443
TYPE IV
CADMIUM PLATE PER
26R5-7 QQ-P-416, CLASS 2, .278-.284 | 274 | .096-.102 71 .448
TYPE II, (BLACK)
CADMIUM PLATE PER
26R5-8 QQ-P-416, CLASS 2, .278-.284 | .274 | .096-.102 .71 .448
TYPE I
SAME AS 26R5-1 EXCEPT | 1p0 104 or 7 CADMIUM PLATE PER
26R5-10 || HOMOGENEOUS (AH 13N 77.0-81.5) | QQ:P-416, CLASS 2, .278-.284 | .274 | .096-.102 71 .448
CARBURIZED -v-el TYPE II, (YELLOW)
ZINC PLATE PER ASTM
26R5-11 B633, CLASS 5, TYPE II | .278-.284 | .274 | .096-.102 71 .448
(BLUE)
| STEEL, cARBON PER ) ]
26R5-12 | 5 o 7ar 4700 NONE OIL COATED .278-.284 | 274 | .096-.102 .71 .448
ZINC PLATE PER ASTM
26R5-13 B633, CLASS 8, TYPE II, | .278-284| 274 | .096-.102 71 448
(YELLOW)
NOTES: UNLESS OTHERWISE SPECIFIED.
1. MATERIAL THICKNESS IS .032+.0015 MAXIMUM BOW OF .005 PERMISSIBLE UNLESS OTHERWISE SPECIFIED DIMENSIONS
AFTER FORMING. ARE IN INCHES & PER ANSI Y14.5M-82
TOLERANCES:
2. FOR INSTALLATION DATA, REFER TO CAMLOC CATALOG. ANGLES - s
FRACTIONS = 21/32
DECIMALS XX = $.02
<3 INACTIVE. XK a0
APPROVED DATE §
Fairchild AEROSPACE FASTENER DIVISION cace cooe 71286
08 MAR 54 é 3000 WEST LOMITA BOULEVARD
CAMLOC PRODUCT
REV. LETTER AND DATE TORRANCE, CA 90505
R 14 AUG 00 P5 RECEPTACLE - BRACKET,
DAF NUMBER - »
SHEET METAL 26R5
DAF 48720 SHEET 7 oF 1




