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PART O. CALLOUT:

N

SUFFIX | TEE KNOB
COLOR
AA BLACK
AB RED
AC GRAY
AD BEIGE
DASH L S
NUMBER
TEE KNOB 1 .511-.526 .69
2 .541-.556 .72
} ‘ 3 571-.586 75
.25 ' 4 .601-.616 .78
-35 i 5 631-.646 81
l ? J 6 .661-.676 .64
} 7 .691-.706 .87
] 010 cup a 721-.736 90
‘ L 9 .751-.766 .93
’ .250-.244 10 .781-.796 .96
L r bia 1 .811-.826 99
.322
s .088 12 .841-.856 1.02
‘ -080 SPRING 13 .871-.886 1.05
1 ' [ 28 14 .901-.916 1.08
, ? 5 931-.946 11
8 T-\E’_\ FOR -16 AND LONGER USE:
s . + f. .
' Ny
\ 8- .66 + (.030 x DASH NO.)
063 — STUD
DIA . 128 | CHAMFER
DIA OPTIONAL
— 315 eusg—
.305

NOTES: UNLESS OTHERWISE SPECIFIED.

1. FOR STUD SELECTION & INSTALLATION DATA, SEE CAMLOC CATALOG,
2600 SERIES.

2. CROSS PIN MUST WITHSTAND A PUSH OUT FORCE OF 100 LBS. AND
RETAIN SYMMETRY ABOUT CENTERLINE OF STUD WITHIN $.02.

3. MATERIAL:
STUD:4037 ALLOY STEEL PER AMS 6300, ASTM A331 ASTM A752
OR 8740 ALLOY STEEL PER AMS-5-6049 OR AMS 6322
CUP: CARBON STEEL PER ASTM A684
SPRING & CROSS PIN: MUSIC WIRE PER ASTM A228
TEE KNOB: ACETAL HOMOPOL YMER

4. FINISH: ZINC PLATE PER ASTM B633.
5. PARTS WILL MEET ALL REQUIREMENTS OF NASM5591 AND BPS-1-168.

UNLESS OTHERWISE SPECIFIED DIMENSIONS
ARE IN INCHES 8 PER ANSI Y14.5M-82

TOLERANCES:

ANGLES

FRACTIONS

DECIMALS XX
XXX

+1°
+1/32
+.02
2,010

LRCI I

APPROVED DATE

3012 WEST LOMITA BOULEVARD
TORRANCE, CA 90505

20 AUG 99

REV. LETTER AND DATE

Fairchild AEROSPACE FASTENER DIVISION

CAGE CODE 71286
CAMLOC PRODUCT

D

14 NOV 03

STUD ASSEMBLY

DAF _NUMBER

SNAP-IN TEE KNOB PLASTIC
DAF 60808 .
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