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FOR -11 AND LONGER USE:
L MIN = .481 + {.030 x DASH NO.}
L MAX = L MIN + .075.
S=- .66 + (.030 x DASH NO.)

NOTES: UNLESS OTHERWISE SPECIFIED.

1. FOR STUD SELECTION & INSTALLATION DATA, SEE CAMLOC CATALOG,
2600 SERIES.

2. CROSS PIN MUST WITHSTAND A PUSH OQUT FORCE OF 100 LBS. AND
RETAIN SYMMETRY ABOUT CENTERLINE OF STUD WITHIN +.02.

3. MATERIAL:
STUD: 4037 ALLOY STEEL PER AMS 6300, ASTM A331, ASTM A752

OR 8740 ALLOY STEEL PER AMS-S-6049 OR AMS 6322

CUP: CARBON STEEL PER ASTM A684

SPRING & CROSS PIN: MUSIC WIRE PER ASTM A228

KNOB: ACETAL HOMOPOL YMER

4. FINISH: ZINC PLATE PER ASTM B633, CLASS 5, TYPE Il

UNLESS OTHERWISE SPECIFIED DIMENSIONS
ARE IN INCHES & PER ANSI Y14.5M-82
TOLERANCES:

ANGLES = 7*

FRACTIONS = $1/32

DECIMALS .XX = +.02
XXX = 2,010

APPROVED DATE

Falrchild AEROSPACE FASTENER DIVISION

3012 WEST LOMITA BOULEVARD
TORRANCE, CA 90505
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