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1008-1010 STEEL PER ASTM A108
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MUSIC WIRE PER ASTM A228. EXCEPT SUFFIX “F" AND “J*
302 CRES PER ASTM A313 OR QQ-S-763.
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CUP:
.010 . 1009 STEEL PER ASTM A109. EXCEPT SUFFIX "J":
+ 300 SERIES CRES PER ASTM A167 OR ASTM A240
=1 | CROSS PIN:
| MUSIC WIRE, PER ASTM A288. EXCEPT SUFFIX *F* AND “J"
A= 1 —/ 302 CRES PER ASTM A313 OR QQ-S-763.
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UNLESS OTHERWISE SPECIFIED DIMENSIONS
ARE IN INCHES & PER ANSI Y14.5M-82
TOLERANCES:

DASH NUMBER ANGLES 1

ECTION A-A HERE YA
XXX = 2,010
APPROVED DATE Falrchild AEROSPACE FASTENER DIVISION cace cooe 71286
REV. LETTER AND DATE
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/PART NO. CALLOUT: \

26834-( X))
T
SUFFIX FINISH B c X
sLor THRU | 1BS
HOLE
STUD CUP SPRING AND CROSS PIN
NONE || CHROMIUM PLATE PER QQ-C-320, CLASS 1, TYPE I.
4 CADMIUM PLATE PER QQ-P-416, CLASS 2, TYPE II
2> NONE
g | CADMIUM PLATE PER QQ-P-416, TYPE II CLASS 2
WITH CLEAR CHROMATE. CADMIUM PLATE PER
QQ-P-416, CLASS 2, 100
c | CADMIUM PLATE PER QQ-P-416, CLASS 2 TYPE II TYPE 11
2>
p. .069 WIDE
D | CADMIUM PLATE PER QQ-P-416, CLASS 2 TYPE II x 094 DEEP | NONE
E | CHROMIUM PLATE PER QQ-C-320, CLASS 1, TYPE I.
- PASSIVATE
F | CHROMIUM PLATE PER QQ-C-320, CLASS 1, TYPE I. i Ay NONE 50
G ZINC PLATE PER ASTM B633 CLASS &, TYPE III WITH CLEAR CHROMATE -069 WIDE
X .094 DEEP
100
BLACK PHOSPHATE COATING WITH SUPPLIMENTARY CADMIUM PLATE PER
H OIL DIP PER MIL-P-16232, TYPE "M" OR "Z" CLASS 1. OQ‘P';)ZI@E C]LIASS 2,
NONE
J | PASSIVATE PER ASTM A967. -glgAs 50
DASH L S WEIGHT | NOTES, UNLESS OTHERWISE SPECIFIED:
NO. LB(/a’fo . CROSS PIN WILL WITHSTAND "X* LBS. PUSHOUT FORCE PER
TABLE 2 AND REMAIN SYMMETRICAL ABOUT CENTERLINE OF
1 | .517-.526 .69 3.41 STUD WITHIN .002.
2 | .541-.556 .72 3.42 <2> PLUS BLACK DYE COLOR ON STUD AND CUP. ADDITIONAL
3 577 586 75 3 43 SATIN BLACK ENAMEL ON ALL VISIBLE SURFACES
: : : : (WHEN LOCKED). OVER SPRAY ON STUD SHANK AND
4 || .601-.616 .78 3.44 SPRING IS ACCEPTABLE. DIMENSIONS APPLY BEFORE
5 | .631-.646 .81 3.45 PAINT.
6 | .661-.676 .84 3.46 3. FOR INSTALLATION DATA, SEE CAMLOC CATALOG
7 | .691-.706 .87 3.47 2600 SERIES.
g8 |.721-.736 .90 3.48 4. CAMLOC SYMBOL, DASH NO. LOCATION IS MFG. OPTION.
o T 757 766 93 3 49 (BACK OR FRONT OF HEAD). :
10 | .781-.796 96 3.50
11 | .811-.826 .99 3.51
12 | .847-.856 1.02 3.52
13 | .871-.886 1.05 3.53
14 | .907-.916 1.08 3. 54
15 | .931-.946 1.11 3.55
FOR -16 AND LONGER USE:
LMIN = .481 +(.030 x DASH NO.)
L MAX = L MIN +.015
8 = .66 +(.03 x DASH NO.)
APPROX. WEIGHT LBS/100:
3.397 +.0103 x DASH NO.)
UNLESS OTHERWISE SPECIFIED DIMENSIONS
ARE IN INCHES & PER ANSI Y14.5M-82
TOLERANCES:
ANGLES = 1°
FRACTIONS = 21/32
DECIMALS . XX = $.02
XXX = £,010
APPROVED DATE Fairchild AEROSPACE FASTENER DIVISION oace cooe 71286
10CT 57 3012 WEST LOMITA BOULEVARD
31 ocT 5 é TORRANCE, CA 90505 CAMLOC PRODUCT
REV. LETTER AND DATE
|
W 12 mar oab“ STUD
DAF_NUMBER ASSEMBLY 26834
= CYLINDRICAL KNURLED HEAD
&’: DAF 58922 . SHEET 2 oF 2




