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MANUFACTURE OF THE PROPRIETARY PARTS SHOWN HERE WITHOUT WRITTEN CONSENT
OF ARCONIC FASTENING SYSTEMS AND RINGS IS ABSOLUTELY PROHIBITTED.

THIS DRAWING EMBODIES A CONFIDENTIAL, PROPRIETARY DESIGN & ALL DESIGN, MANUFACTURING

PRODUCTION, USE & SALE RIGHTS REGARDING SAME ARE EXPRESSLY RESERVED.
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NOTES; UNLESS OTHERWISE SPECIFIED:

1. CROSS PIN WILL WITHSTAND PUSHOUT FORCE OF 50 LBS. FOR CRES OR 100 LBS. FOR MUSIC WIRE
AND RETAIN SYMMETRICALLY ABOUT CENTERLINE OF STUD WITHIN +.02.

<2> PLUS BLACK DYE COLOR ON STUD AND CUP. ADDITIONAL SATIN BLACK ENAMEL ON ALL VISIBLE
SURFACES gVHE

RE PAINT.
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CAMLOC SYMBOL " ¥~
AND DASH NUMBER

SPRING

Cup

STUD

CROSS PIN

‘N LOCKED). OVER SPRAY ON STUD SHANK AND SPRING IS ACCEPTABLE. DIMENSIONS

3. FOR STUD SELECTION AND INSTALLATION DATA, SEE CAMLOC CATALOG, 2700 SERIES.
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. ] TABLE 1
E MATERIAL
SUFFIX e e FINISH
CROSS PIN
§§ STUD cup AND SPRING
>
CADMIUM PER AMS-QQ-P-416,
EE NONE TYPE Il, CLASS 2
=3
'é' CADMIUM PER AMS-QQ-P-416,
@ A TYPE II, CLASS 2
Wg <>
5& ZINC PLATE PER ASTM B635.
-] c TYPE lli, CLASS 5 WITH CLEAR
g CHROMATE
t‘ﬁ 4as7 osaﬁsﬁ ;TE: STUD AND cup CHROM%DLA TED PER
§8 D A331, ASTM A22, STEEL PER MUSIC WIRE PER TYPE 1, cLASS. 1 BRIGHT). CROSS PIN AND
ASTM A752 OR ASTM A109 ASTM A228 SPRING - ZINC PLATED PER ASTM B633, CLASS
¥ 1008-1010 STEEL 3, CLEAR CHROMATE
5 PER ASTM A108
wa E CADMIUM PER AMS-QQ-P-416, CLASS 2 WITH
§"- CLEAR CHROMATE
O
E §
3 F ZINC PLATE PER B633, TYPE Il, CLASS 8 WITH
3% YELLOW CHROMATE
STUD AND CUP, ELECTROLESS NICKEL PLATE
PER AMS2404, CLASS 1, GRADE A
N CROSS PIN AND SPRING
9 CADMIUM PLATE PER AMS-QQ-P-416, TYPE I,
£ CLASS 2
2
3 300 SERIES CRES 300 SERIES 300 SERIES CRES
h s PR M A on>| cRES PERASTM |PER AMS-0Q-S-763 PASSIVATE PER AMS2700
§ s vy 8 A167 OR ASTM A313
Ez TABLE 2
3, DASH L (3
23 NUMBER _
1 406 .61
g i
EE 2 a1 .64
466
3 451 .67
496
z 4 81 .70
.526
& 5 . m 73
% 556
%g 6 ‘541 .76
586
§§ 7 _571 .79
~676
S 8 o .82
ga 9 840 .85
5 T & w
d FOR-11 AND LONGER USE:
%é L= MINIMUM =.361 + (030 x DASH NUMBER)
L7 MAXIMUM = °L MINIMUM + 015
§ "5~ m 030 x DASH NUMBER)
APPROX. WEIGHT LS
E STEEL =.514 + (.0106 x DASH NUMBE|
CRES =.518 + (.0107 x DASH NUMBER|
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