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SUFFIX MATERIAL FINISH
GROMMET SKIRT
NONE CADMIUM PLATE PER QQ-P-416,
CARBON STEEL CARBON STEEL PER TYPE II, CLASS 2
PER ASTM Afog | ASTM A109, A519 OR | ZINC PLATE PER ASTM 8633,
A ASTM A108 CLASS 5, TYPE III, WITH CLEAR
CHROMATE
300 SERIES CRES | 300 SERIES CRES PER
s PER ASTM A582 | ASTM A240, A582 OR i;‘fs?gg‘_;%;f’? ASTM A967 OR
OR AMS-QQ-S-763 | A276 OR AMS-T-8506
DASH L DASH L
NUMBER NUMBER
187 .266-.296 800 .878-908
250 .328-.358 812 .891-.921
312 .391-.421 875 .953-.983
375 .453-.483 1000 1.078-1.108
400 .478-.508 1062 1.141-1.171
437 .516-.546 1125 1.203-1.233
500 .578-.608 1250 1.328-1.358
625 .703-.733 1375 1.453-1.483
750 .828-.858 1500 1.578-1.608
NOTES: UNLESS OTHERWISE SPECIFIED.
1. BREAK ALL SHARP EDGES .005 MAX & REMOVED ALL FINS AND BURRS.
2. FOR INSTALLATION PROCEDURE, SEE CAMLOC CATALOG, 4002 SERIES. UNLESS OTHERWISE SPECIFIED DIMENSIONS
ARE IN INCHES & PER ANSI Y14.5M-82
¢3> INSIDE CONTOUR OF BRAZED JOINT IS MFG. OPTION. ’OLE“"A”A‘;’;S&S )
- 3 .
FRACTIONS = $1/32
DECIMALS .Xx = .02
XXX = 2,010
APPROVED DATE -
R Fairchild AEROSPACE FASTENER DIVISION cace cove 71286
A é 3000 WEST LOMITA BOULEVARD
CAMLOC PRODUCT
REV. LETTER AND DATE TOHRANCE' CA 90505
C  o04mavo00 GROMMET, LONG SKIRT
DAF_NUMBER ) FLUSH, 4002-P2
5’ DAF 47712 CARBON STEEL sEET 1 o 1




