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NOTES: UNLESS OTHERWISE SPECIFIED.

1. INSTALLATION PROCEDURE PER CAMLOC CATALOG, SECTION RETAINING -RINGS.
2. LOCK WASHER WILL RESIST A MINIMUM OF 100 LBS PUSHOUT FORCE AFTER INSTALLATION.
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SECTION A-A

:

89W10-( )
DASH MATERIAL HEAT TREATMENT FINISH
NUMBER
STEEL PER ASTM A682
none | OTEEL B ZINC PLATE PER ASTM B633
o1A1 2o 200 Kl | COMMERCIAL ZINC PLATE PER
CARBON STEEL PER ASTM |  faaidy w2 ng) | CLASS 1 GRADE F.
om1 A682 OR ASTM A1074 ZINC PLATE PER MIL-C-81562,
CLASS 3, TYPE I
UNLESS OTHERWISE SPECIFIED DIMENSIONS
ARE IN INCHES & PER ANSI Y14.5M-82
TOLERANCES:
ANGLES = £1*
FRACTIONS = £1/32
DECIMALS XX = 202
XXX = £.010
APPROVED DATE
Failrchild AEROSPACE FASTENER DIVISION cace cove 71286
19 FEB 98 é 3000 WEST LOMITA BOULEVARD
CAMLOC PRODUCT
REV. LETTER AND DATE TOHRANCE' CA 90505
b 1T MAY 07 WASHER - LOCK
DA NUMBER RETAINING 8TUD 99WwW10
DAF 51631 SHEET 7 oF 1




