Mechanical Properties (A286 Material)

Minimum Ultimate Tensile and Minimum Tensile Preload

7 HOWMET
L) AEROSPACE

uUB100-EU or MS211400U
SB100-EU or M5211405
BP-EU or M521141-
UBP-EU or M521141U

7B100-EU & S7YB100-EU (1)

Fastener
= SBP-EU or MS5211415
Diameter
Uiimate Tensile Preload Ultimate Tensile Tensile Preload
Tensile
5/32 (05) 1150 |b=. 115 |bs. Mo M2
3716 (06) 1690 |bs. 1569 lbs. 1270 lbs=. 120 lbs.
1/4 (08) 25900 Ibs. 230 |bs. 2175 |bs. 200 Ibs.
5/16 (10) 4170 |bs. 417 |bs. M/A M/&
378 (12) 5570 Ibs. 557 |bs. M/ M/

(1) Minimum ultimate tensile for 7B100-EU0E & S7B100-EUDG 1= 1270 pounds. Minimum Ultimate tensile for oversize Huck Blind Bolts is the same as that listed above for nominal diameter.

Minimum Ultimate Single Shear
B100-EU or MS21140-
UB100-EU or MS21140U
Py SB100-EU or MS21140S
Diameter BP-EU or MS21141-
UBP-EU or MS21141U
SBP-EU or MS21141S
7B100-EU & S7B100-EU

5/32 (05) 1980 |bs.
3/16 (06) 2925 |bs.
1/4 (08) 5005 |bs.
5/16 (10) 7215 lbs.
3/8 (12) 10380 lbs.

Minimum Spindle Retention
B100-EU or MS21140-

UB100-EU or M521140U
Fastener SR100-EU or MS31 1405 7B100-EU & S7B100-EU

Diameter BP-EU or M521141-
UBP-EU or M5211410U
SBP-EU or M5211415

5/32 (05) 575 Ibs. N/A

3/16 (06) 847 Ibs. 750 Ibs=.

1/4 {08) 1440 lbs=. 1000 lbs.

5/16 (10) 2080 lb=. NSA

3/8 (12) 2930 |b=. M/ A © 2020 Howmet Aerospace Inc.




