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DASH GRIP RANGE <6 DASH GRIP RANGE <6>
NUMBER L NUMBER L
MIN MAX MIN MAX
-1 520 .150 .220 -17 1.640 1.271 1.340
-2 .590 221 .290 -18 1.710 1.341 1.410
-3 660 .291 .360 -19 1.780 1.411 1.480
-4 .730 361 .430 -20 1.850 1.481 1.550
-5 .800 .431 .500 -21 1.920 1.551 1.620
-6 .870 .501 .570 -22 1.990 1.621 1.690
-7 .940 571 .640 -23 2.060 1.691 1.760
-8 1.010 641 710 -24 2.130 1.7617 1.830
-9 1.080 71 .780 -25 2.200 1.831 1.900
-10 1.150 .781 .850 -26 2.270 1.901 1.970
-17 1.220 .851 .920 -27 2.340 1.971 2.040
-12 1.290 .921 .990 -28 2.410 2.041 2.110
-13 1.360 .991 1.060 -29 2.480 2.111 2.180
-14 1.430 1.061 1.130
-15 1.500 1.131 1.200
-16 1.570 1.201 1.270
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NOTES, UNLESS OTHERWISE SPECIFIED:

MATERIAL: 4140 ALLOY STEEL PER MIL-S-5626 OR AMS6382 OR 8740 ALLOY STEEL
PER MIL-5-6046 OR AMS6322.

HEAT TREAT: 160 KSI MINIMUM ULTIMATE TENSILE STRENGTH PER MIL-H-6875.
FINISH:

CADMIUM PLATE PER QQ-P-416, TYPE I, CLASS 2.

SUFFIX LETTER "C" ADDED TO BASIC PART NUMBER DENOTES CADMIUM PLATE PER QQ-P-476,
TYPE II, CLASS 3, CLEAR CHROMATE. EXAMPLE: CA17036C-3HS.

PART NUMBER EXAMPLE FOR RECESS OPTIONS:

CA17036-( )JHS = HEX SOCKET RECESS.

CA17036-( )TW = RECESS PER NAS4000-7.

MECHANICAL PROPERTIES:

ULTIMATE SINGLE SHEAR STRENGTH: 6,000 LBS. MINIMUM.

ULTIMATE TENSILE STRENGTH: 5,500 LBS. MINIMUM.

GRIP RANGE AF.’PLIES TO PANEL THICKNESS ONLY.

THIS STUD NUT IS DESIGNED FOR USE WITH A CA1787 RECEPTACLE AND FX10-1525 RETAINING RING.

CONSULT FAIRCHILDS ENGINEERING DEPARTMENT FOR AVAILABILITY OF OPTIONAL MATERIALS, FINISHES
AND SIZES.
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