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INSTALLATION

MATERIAL:
HOUSING:
SCREW:

300 SERIES CRES PER ASTM-A-581/ASTM-A-582 OR AMS5640.
8740 ALLOY STEEL PER AMS6322 OR MIL-S-60489.

HEAT TREAT:
SCREW ONLY: 160 KSI MINIMUM PER MIL-H-6875.

FINISH:
1 HOUSING:
2 SCREW:

PASSIVATED PER QQ-P-35.
CADMIUM PLATE PER QQ-P-416, TYPE II, CLASS 2.

TO BE USED WITH CA1700 AND CA17000 SERIES STUD NUTS WITH .2500-28UNF-38, 4 LEAD THREADS.
INSTALLATION TOOL CA17037-T10.

6. ULTIMATE TENSILE STRENGTH: 5,500 LBS MINIMUM.

APPROVED DATE

Fairchild AEROSPACE FASTENER DIVISION

ENGINEERING CENTER once cove 20372

2386 PROJECT NUMBER: 96-037

9 JAN 76 & 3000 WEST LOMITA BOULEVARD TRIDAIR PRODUCT
REV. LETTER AND DATE TORRANCE, CA 90505
H 26 SEP 95 LIVESERT
ECN NUMBER NON-FLOATING CA17037
CA17000 SERIES, 4 LEAD THREAD
ECN 37750 & SHEET 7 oF 1




