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t PLUG THICKNESS
.120 REF FOR -1
.170 REF FOR -2 & UP

.055-.025 SPLINE 3 PLACES 120°
APART
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DASH GRIP RANGE APPROX. SHEAR
NUMBER L WEIGHT | STRENGTH
MIN MAX LBS/1000 | LBS. MIN
-1 .520 . 150 .220 9.27 5,000
-2 .590 .221 .290 10. 49 6,000
-3 .660 .291 .360 11.71
-4 .730 .361 .430 12.93
-5 . 800 .431 .500 14.15
-6 .870 .501 .570 15.37
-7 . 940 .571 . 640 16.59
-8 1.010 .641 .710 17.81
-9 1.080 711 .780 19.03
-10 1.150 .781 .850 20.25
-11 1.220 .851 .920 21.47
-12 1.290 . 921 .990 22.69
-13 1.360 .991 | 1.060 23.91 Y
-14 1.430 1.061 1. 130 25.13 6,000
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PANEL PREPARATION

025 MIN
BREAK OR
RADIUS
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HOLE THRU
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HEAD BEARING
SURFACE.

+
}'V////

.375-.380 DIA HOLE THRU
.562 DIA C'BORE x .035 DEEP

NOTES, UNLESS OTHERWISE SPECIFIED:

1. .375-.380 DIAMETER HOLE IN "T2" MAYBE INCREASED TO
437 DIAMETER TO ALLOW FOR HOLE MISALIGNMENT.

Voi-Shan - Tridair - Screwcorp

CA 17089 { JHS CA1753C
: REF

#
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.78
REF

CA1787
REF

NOTES, UNLESS OTHERWISE SPECIFIED:
1. GRIP RANGE APPLIES TO PANEL THICKNESS ONLY.
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NOTES, UNLESS OTHERWISE SPECIFIED:

~

MATERIAL:

~
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HEAT TREAT:
160 KSI MINIMUM PER MIL-H-6875.

FINISH:
CADMIUM PLATE PER QQ-P-416 TYPE II, CLASS 2.

PLUGGING:

e

MECHANICAL PROPERTIES:
ULTIMATE TENSION: 5,500 LBS MINIMUM.
ULTIMATE SINGLE SHEAR: SEE TABLE.

N~

IF REQUIRED USE SHIM CA1718 TO STACK UP GRIP.
DIAMETERS ARE TO BE CONCENTRIC WITHIN .003 FIR.

8740 OR 4140 ALLOY STEEL PER MIL-5-6049/MIL-S-5626.

DEPENDING UPON MANUFACTURING METHOD PARTS MAY HAVE A CLOSE-QUT PLUG INSTALLED.
PLUG SHALL WITHSTAND A 50 LB PUSHOUT LOAD WITHOUT LOOSENING.
MATERIAL: 300 SERIES CRES PER ASTM-A-581/582/320, AMS5640/5738, QQ-S-763, MIL-S-5059 .
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REMOVE ALL BURRS.

-
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FINISHES AND SIZES.

UNLESS OTHERWISE SPECIFIED:
TOLERANCE :

DECIMALS :

XX *+.02

XXX +.010

ANGLE: 42°

HOLD NORMAL AND PARALLEL FACES WITHIN .002 PER INCH FIR.

CONSULT FAIRCHILDS ENGINEERING DEPARTMENT FOR AVAILABILITY OF OPTIONAL MATERIALS,
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