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NOTES UNLESS OTHERWISE SPECIFED:
A MATERIAL :
1.1 300 SERIES CRES PER ASTM-A-581/582/320, AMS5640/5738, QQ-S-763.
2.  FINISH:
2.1 PASSIVATED PER QQ-P-35 OR BLACK OXIDE PER NOTE 4.
3. TO BE USED WITH CA2000 SERIES RECEPTACLE AND CA2035 RETAINING RING.
4. ADD "B° AFTER DASH NUMBER FOR BLACK OXIDE FINISH PER MIL-C-13924, CLASS 4.
5. PART CALLOUT EXAMPLES:
A.) CA2020-2 (PASSIVATED ONLY, L = .375),
B.) CA2020-28 (BLACK OXIDE, L = .375).
6. FOR GRIPS LESS THAN .125, USE CA2012 SHIM(S]) WITH CA2011 RECEPTACLE.
7. MECHANICAL PROPERTIES:

7.1 ULTIMATE TENSILE STRENGTH: 700 LBS MINIMUM.
UNLESS OTHEAWISE SPECIFIED:

;gléfz:fgh 7.2 ULTIMATE SINGLE SHEAR STRENGTH: 1,100 LBS MINIMUM.
AL 8.  THE MECHANICAL PROPERTIES SHOWN ARE CALCULATED VALUES. MECHANICAL PROPERTIES TESTING
rEs o MAY NOT BE PERFORMED ON EACH PRODUCTION LOT.
APPROVED DATE Falrchlld AEROSPACE FASTENER DIVISION
cace cooe 922715
1JUL 81 ENGINEERING CENTER
* 3010 WEST LOMITA BOULEVARD TRIDAIR PRODUCT

REV. LETTER AND DATE TORRANCE, CA 90505

S 2 DEC 94

ECN 36269 27| A SHEET 1 o 1

STUD NUT .
E ECN NUMBER 100° COUNTERSINK, HEX RECESSED CA2020-()




