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HEX SOCKET

RECESS
DASH L GRIP RANGE WEIGHT
NUMBER MIN VAX LB5/100
-0 .250 .090 . 125 234
-1 .312 . 126 187 .261
-2 375 . 188 .250 .288
CORRESPONDING
DASH NUMBER -3 . 437 L2561 .312 L3145
-4 .500 .313 .a75 .842
e 270 — ]
256 -5 . 562 .376 437 .369
DIA -6 625 .438 . 500 . 396
-7 . 687 L5071 . 562 423
030 — | |-
SLOT WIDTH -8 750 .563 .25 . 450
.078-.108 -9 .812 .626 .687 477
;?fg 10 . 875 . 688 _750 504
065 HEIGHT S717 .93z 751 .812 . 531
045
SLOT DEPTH —* -12 1.000 L8138 .875 .558
T T~ -13 1.062 .876 .937 .585
[l
| -14 7.725 . 938 7.000 .612
10 15 1,187 1.001 1.062 639
\.\.ir./.; -16 1.250 1.063 1.125 . 666
- -17 1.812 1.126 7.187 .693
l MAX -18 1.875 7.188 7.250 720
o GRIP 19 1.437 1.251 1.312 747
1120-40UNC-28 i, REF
2 LEAD THREAD, S| e L 010 -20 1.500 1.813 1.875 774
MODE{[F;AEJ@T%’VOH ] -21 1.562 1.376 7.437 . 801
S | 5 02 1.625 1.438 1.500 .828
RS -36 2.500 2.313 2.375 1.206
5 l S -56 3.750 3.563 3.625 1.746
S 2 -79 5.125 4.938 5.000 2.367
| -80 5.187 5.001 5.062 2.394
-89 5.375 5.188 5.250 2.475
-84 5.437 5.251 5.8312 2.502
| 186 |———
.184
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.. .
NOTES UNLESS OTHERWISE SPECIFIED: .

1. MATERIAL:
1.7 300 SERIES CRES PER ASTM-A-581/582/320, AMS5640/5738, AMS-QQ-5-763. i o=

FINISH:
CA2021-2 DENOTES PASSIVATED PER AMS-QQ-P-35.
CA2021-2B DENOTES BLACK OXIDE PER MIL-DTL-13924, CLASS 4.
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TO BE USED WITH CA2010 OR CA2011 RECEPTACLE AND CA2025 OR CA2035 RETAINING RING.

A

PART CALLOUT EXAMPLES:
A.)  CA2021-2 IPASSIVATED ONLY, L = .375).
B.) CA2021-2B (BLACK OXIDE, L= .375).

MECHANICAL PROPERTIES:
ULTIMATE TENSILE STRENGTH: 700 LBS MINIMUM.
UL TIMATE SINGLE SHEAR STRENGTH: 1,700 LBS MINIMUM.
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THE MECHANICAL PROPERTIES SHOWN ARE CALCULATED VALUES. MECHANICAL PROPERTIES TESTING
MAY NOT BE PERFORMED ON EACH PRODUCTION LOT.

UNLESS OTHERWISE SPECIFIED:
TOLERANGE : 7. DO NOT USE UNASSIGNED DASH NUMBERS.
DECIMALS :

Sxx 1,02 8. CONSULT FAIRCHILDS ENGINEERING DEPARTMENT FOR AVAILABILITY OF OPTIONAL MATERIALS,
XXX £ 010 FINISHES AND SIZES.

ANGLE: +2°

CURRENT DESIGN ACTIVITY CAGE CODE 28372, FAIRCHILD FASTENERS, 3000 W. LOMITA BLVD., TORRANCE, CALIFORNIA 90505
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