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TOLERANCE :
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/ DASH NUMBER T
THICKNESS
DASH L
NUMBER OR (GRIP) +.010
- MIN MAX
-0 .062 | .124 .250
-1 L125 | .187 .312
TRIDAIR NAME
OR LOGO -2 .188 | .250 375
.030 WIDE x .040 DEEP -3 2511 .a12 . 437
SCREWDRIVER SLOT
-4 .313| .375 .500
-5 .376 | .437 . 562
-6 .438 | .500 . 625
-7 .501 | .562 . 687
LINEAR KNURL
-8 .563 | .625 750
.14 .938 | 1.000 | 1.125
-16 1.063 | 1.125 | 1.250
e -17 1.125 | 1.187 | 1.812
-24 1.563 | 1.625 | 1.750
-54 | 3.438 | 3.500 || 3.625
-56 | 3a.563 | a.625 || 3.750
* I -79 | 4.938 | 5.000 | 5.125
MAX :
GRIP |

£.010 REF D BN

L <: | :)

l be S

T

.1120-40UNC-28 — | .186-.184 |em—

1 MATERIAL:
1.1 300 SERIES CRES PER ASTM-A-581/582/320, AMS5640/5738, QQ-S-763.
2. FINISH:
2.1 CA2024 - DENOTES PASSIVATE PER QQ-P-35.
2.2 CA2024B - DENOTES BLACK OXIDE PER MIL-C-13924, CLASS 4.
3. TO BE USED WITH CA2010 RECEPTACLE AND CA2028 OR CA203885 RETAINING RING.
4. PART CALLOUT EXAMPLE:
CA2024-5
L = .562
BASIC PART NUMBER
5. MECHANICAL PROPERTIES:
5.1 ULTIMATE TENSILE STRENGTH: 700 LBS MINIMUM.
5.2 ULTIMATE SINGLE SHEAR STRENGTH: 1,100 LBS MINIMUM.
6. THE MECHANICAL PROPERTIES SHOWN ARE CALCULATED VALUES. MECHANICAL

PROPERTIES TEST MAY NOT BE PERFORMED ON EACH PRODUCTION LOT.

Fairchild AEROSPACE FASTENER DIVISION

* ENGINEERING CENTER

3000 WEST LOMITA BOULEYARD
TORRANCE, CA 90505

cace cooe 29372
TRIDAIR PRODUCT

3:: XXX 4,010
[+<] ANGLE, 42°
3
g APPROVED DATE
S 1 DEC 81
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