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| DAAWING PROVIDES FORM, FIT AND
FUNCTION DATA. DO NOT ATTEMPT TO | !

MANUFACTURE PRODUCT USING THIS

CA2058L]

2 LEAD THREAD

LOCKING KEES

DRAWING.
INSTALLATION INSTRUCTIONS:
I. PANEL PREPARATION:
I.] INSTALLATION:
.1120-40UNC-2A

A. TAP DRILL .331-.336 DIA X .437 MIN. DEPTH
B. .385-.395 DIA. X 82°-100° C 'SINK.
C. TAP .3750-16UNC-2B X .388 MIN. DEPTH

INSTALL INSERT .010-
AND DRIVE LOCKING KEES DOWN.

|

L.

PATENTIS):

3,284,140

.030 BELOW SURFACE

2 PLACES —
ﬁl.oum MAX.
.3750-16UNC - 2A _ _ =
(MODIFIED MINGR DIA.)
.397
THRU HOLE
* INSTALLATION
BLIND HOLE
INSTALLATION
2. INSERT INSTALLATION:
2.1 INSTALL INSERT WITH CA2069-TI0 TOOL.
mommi - AZ286 CRES AMS 5731-5737
. 83-239 UNLESS OTHERWISE SPECIFIED HOUSING - 300 SERIES CRES. ASTM-A-581/AMS 5640

ZO._‘mm. CZ_Immm OTHERWISE mnmo_ﬂ—mc FINISH HEAT TREAT MATERIAL OR NAME SPECIFICATION
/N CA2058C DENOTES CAD. PLATED HOUSING PER HOUSING ONLY 1 — T

QQ-P-416 TYPE 11, CLASS 2. PASSIVATE A 140000 POl PER Pt AL RECEPTACLE
2. TO BE USED WITH CA2000 SERIES STUD NUTS il A MIL-H-6875 o -LIVESERT -

APPD AK.Y. s
AND CA2035 RETAINING RING. T -0 —
- : ; 3000 W, LOMITA BLVD. CA2058(]
o SuRrace N-ﬁ ~QQ=. “\ TORRANCE. CA. 40505
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