Howmet Fastening Systems
Carson Operations

Howmet Fastening Systems

Us Operations

900 E. Watson Center Road Clos D' Asseville BP 30004 GPTM
Carson, California 90745 U.S.A. 95450 Us Par Vigny France Coll
ollar
HOWMET Phone (310) 830-8200 Phone +33-1-30.27.95.00
AEROSPACE HFS_Carson_Engineering@howmet.com Fax +33-1-34.66.06.00 ENgITI\A%EDRAI%g
[ C ———— B
E — [
30° IDENTIFICATION:
REF | IDENTIFY WITH DEPRESSED
HUCK SYMBOL .010 MAX.
| (, DEPTH ON END OR 0.D. OF
T______ I\ COLLAR.
AF B—4v—"m—m—"———— — D -
¥ %““PUNCHOUT BURR
PERMITTED WITHIN
LIMITS OF "D" & "E".
§ 7 (ONE END ONLY)
J
/ Section A—A
.03 R. c
MAX TYP PART NOM | A B |, g15| D E F
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2TCC-CO5 | .1640 | .2568 | .165 | .324| .160| .016|.173
2TCC-CO6 | .1900 [ .294( .187 | .352| .183 | .016]|.212
2TCC-CO7 | .2187 | .356 | .216 | .431 | .212]| .016]|.237
2TCC-CO8 | .2500 | .387 | .247 | .431| .242 | .016].280
2TCC-C10 | .3125 | .479 | .311 .566 | .306 | .031|.351
2TCC-C12 | .3750 | .583 | .371 .608 ([ .367 | .031|.421
MATERIAL: 2024-T42 ALUMINUM ALLOY PER CHEMISTRY OF QQ-A-430.
FINISH: ORANGE ANODIZE PER MIL-A-8625, TYPE II.

LUBRICATION: CETYL ALCOHOL (CHLORINE FREE) PER MIL-L-87132A.
REFER TO HUCK STANDARD PAGE COL117 FOR ADDITIONAL DATA RELATING TO

DIMENSIONAL AND FABRICATION CHARACTERISTICS.
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NOMINAL COLLAR I.D.

MATERIAL - 2024-T42 ALUMINUM ALLOY.
DOUBLE END TENSION TYPE COLLAR.

IN 32nd INCHES.

DIMENSIONS IN INCHES

FSCM (Cage Code) 17446 - Carson
FSCM (Cage Code) F6167 - France
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COLLAR, DOUBLE END GP™ COINING,
TENSION TYPE-SWAGE LOCKING,
2024-T42 ALUMINUM ALLOY.

2TCC—-C ()

COL112




