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PART NOM | A B | ¢ | D E ] F | ¢ |ran| raD
+.000

NUMBER SIZE |+.010(+.002|+.010| - 003 | £+.005| MIN | MAX | MIN |+.005

SLFC-MV0O5 |.1640|.324 | .246| .225|.1655|.025|.159(.016|.010(.013

SLFC-MV0O6 |.1900|.378 | .272|.230(.1910|.025|.186(.016|.015(.013

SLFC-MVO7 |.2187|.422 | .312]|.290(.2190|.025|.214(.016|.020(.013

SLFC-MV0O8 |.2500|.467 | .355|.290|.2515| .030 |.246(.016|.025(.013

SLFC-MV10 [.3125|.594 | .446|.360(.3130|.030 |.308|.031|.025|.018

SLFC-MV12 |.3750|.691 | .531|.410|.3755|.035|.370|.031(.025|.018

SLFC-MV14 |.4375|.778 | .620|.422|.4390| .035|.434|.031|.025|.030

SLFC-MV16 |.5000 | .846 | .703| .486|.5015| .035|.496|.031(.025|.030
MATERIAL: COMMERCIALLY PURE TITANIUM CHEMISTRY PER ASTM B348,

GRADE I (MVG5 THRU MV12) OR GRADE II (MV14 THRU MV16).
FINISH: NONE
LUBRICATION: NO SUFFIX = DRY FILM PER MIL-L-46010 CETYL ALCOHOL (CHLORINE FREE).
SUFFIX EM = DRY FILM PER MIL-L-46010 SPACE COMPATIBLE KAL-GARD "FA".

IDENTIFICATION: HUCK LOGO (><) LOCATION OPTIONAL.

SURFACE TEXTURE: Ra 125 MAX. PER ANSI B46.1.

NOTE: REFER TO HUCK STANDARD PAGE COL117 FOR ADDITIONAL DATA RELATING

TO DIMENSIONAL AND FABRICATION CHARACTERISTICS.
PART NO. EXAMPLE: SLFC-MV0O8()

T—SEE SUFFIX INFORMATION UNDER LUBRICATION
NOMINAL PIN SHANK IN 32nd INCHES
MATERIAL - COMMERCIALLY PURE TITANIUM
SHEAR FLANGED COLLAR

DIMENSIONS IN INCHES
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ISSUED 07/02/81 COLLAR COMPOSITE APPLICATIONS, FLANGED SLEC—MV () ()
REVISED 08/06/21 LIGHTWEIGHT LGP, SHEAR TYPE, SWAGE LOCKING,
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