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EDDIE-BOLT® 2, NUT,

COVERED BY AN APPROPRIATE EXPORT LICENSE OR ALLOWED FOR BY THE APPROPRIATE REGULATIONS, ECCN: EAR99.
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SHEAR, LIGHTWEIGHT

CURRENT DESIGN ACTIVITY:

UNLESS OTHERWISE SPECIFIED, DIMENSIONS ARE
IN INCHES & TO ASME Y14.5-2018 TOLERANCES:

DECIMALS = .010;  ANGLES =

Howmet Fastening Systems
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CUSTOMER:

HFS
PART NO.

THREADS
PER AS8879

A
 
 

B
 
 

(C)
 
 

(D)
 
 

L
 

MAX

(M)
 
 

(X)
 
 

DRIVE 
TOOL

DASH NO.

AXIAL TENSILE
STRENGTH

lbf MIN

EN1103CR

5 .1640-32UNJC-3B .294
.288

.173

.167 .247 .219 .275 .219 .095   5 1,400

6 .1900-32UNJF-3B .324
.318

.212

.206 .275 .242 .295 .242 .092   6 1,600

8 .2500-28UNJF-3B .424
.418

.274

.268 .359 .323 .340 .323 .097   8 3,000

10 .3125-24UNJF-3B .542
.532

.338

.330 .435 .390 .435 .390
.104

10 5,000

12 .3750-24UNJF-3B .652
.642

.400

.392 .534 .483 .475 .483 12 7,000

7075 ALUMINUM ALLOY PER AMS4186 (UNS A97075), OR
7175 ALUMINUM ALLOY WITH CHEMISTRY OF AMS4149 (UNS A97175).

T73 CONDITION.

CONVERSION COATING PER MIL-DTL-5541 AND SOLID FILM LUBE PER MIL-L-23398, 
PLUS, OPTIONAL CETYL ALCOHOL LUBRICANT PER AS87132.

ENS1313.

  1.   DIMENSIONS APPLY PRIOR TO LUBE.

  2.   ALL EDDIE-BOLT® 2 NUTS MUST BE INSTALLED USING AN APPROPRIATE
        DELTA-RAD™ INSTALLATION TOOL.

MATERIAL:

HEAT TREAT:

FINISH:

PERFORMANCE:

NOTES:

“EDDIE-BOLT” AND "DELTA-RAD" ARE TRADEMARKS OF HOWMET AEROSPACE INC. AND ITS SUBSIDIARIES.

© 2020 HOWMET AEROSPACE INC. ALL RIGHTS RESERVED.
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LOBE RELIEF

  B  

  L  

  (M)  

3 LOBES EQUALLY 
SPACED

(D)
BOTTOM OF TAPER

LOBES
(C)

  A  


