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T HO. | STRENATH | 15 ,
wax | mon | owax | o | REF | MAX | MIN s HIN | LB/ .
o0 | 1380-40UNJF-38| .281 | .242 | .250 } .070 025 | .220 | .212 | .005 1.370 1. .13
5 | .1640-32UNJC-38| 281 | .242] .2s07| .070 | .0%0 220 | .212 | .005 1,915 15
~a36 | .1640-36UnaF-38| .281 | .242 .250 ) .070 080 | .220 | 212 | .005 2,060 .15
-3 ~T900-32UNJF-38| .350| .27 | .260 | .080 } .040 251 | .243 |.005 2,800 .21
-4 ~>5n0-28UNJF-38| 440 | .348 | 328 | .095 050 | 313 | .305 | .005 5,220 .41
-5 S 175.20UNJF-3B| .525 | .419 | -.360 | .110 | .00 76 | 367 |.005 | 8,380 69
-6 770-20UNJF-38] .598 | 401 | .48 | .155 | 070 239 | .430.].005 | 12,940 1.00
i3 |TL_| -4375-20UNF-30 oo | ear| 469 | .170 | .090 | .s64 | 553 |.005 17,440 1.59
-7 ~4375-20UNJF-38| .692 | .631 | .831 | :170 ['.090 o4 | 553 |.005 | 17,440 | 1.94
-8 “S000-20UNJF-38| .786 | .707 | .578 | .185 } .110 527 | .616 |.005 | 23,780 2.35 SR
-9 25 13UNJF-3B| .860 | 775 .633 | .205 | 115 690 | .679- | .010 | 30,210 3.28 -
o | .6z50-18UN0F-38| 973 | .88l .687 | .235 20 | .783 | .772 | .010 | 38,400 4.13 o
2 | .7500-16UNdF-38] 1.252 | 1.059 | .796 | 310 40 | .940 | .928 |.010 | 56,160 8.60 :
4 | .8750-14UnJF-30| 1.438 [ 1.200 | 968 | .345 70 | 1.064 |L.052 | .010 | 77,420 | 12.50
26| 1.0000-14UNgS-38] 1.625 | 1.331 | 1,156 | -399 50 |1.19% |1.177 |.011 | 104,480 ; 18.00
1612 | 1.0000-12NJF-38] 1.625 | 1.331 | 1.156 o5 | 160 |1.194 |1.177 | .01 | 100,600 | 18-90
(20) MATERIAL: 7286 CORROSION RESISTANT STEEL, COMPOSITION.PER AMS5732 OR AMSS736.
HEAT TREAT: Rc 33-44. - ST : ‘
FINISH: SILVER PLATED PER AMS2411.
. PERFORMANCE: ANS7250, EXCEPT AXIAL TENSILE STRENGTH AS TABULATED.
APPLICATION: FOR USE WITH BOLTS HAVING .003 REOUCED PITCH DIAMETER THREADS.
TEMPERATURE: 1200°F. '
NOTES: . L. DIMENSIONS DENOTED Ab APPLY BEFORE FORMING SELF-LOCKING ACTION.
\ KAYNAR
Microdot Fastening Systems
HIGH-TECHNOLOGY DIVISION
800’5, STATE COLLEGE BLVD. - FULLERTON, CALIFORNIA 92631 :
VENDOR CGOE IDENTIFICATION NUMBER-15853 TOLERANGES; UNLESS OTHERWISE SPECIFIED: DECIMALS 015 ANGLES £2°
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