FILED AS:

MANUFACTURE OF THE PROPRIETARY PARTS SHOWN HERE WITHOUT WRITTEN
CONSENT OF ARCONIC FASTENING SYSTEMS IS ABSOLUTELY PROHIBITED.

ALL DESIGN, MANUFACTURING PRODUCTION, USE & SALE RIGHTS REGARDING SAME ARE EXPRESSLY RESERVED.

THIS DRAWING EMBODIES ARCONIC FASTENING SYSTEMS CONFIDENTIAL, PROPRIETARY DESIGN &
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SELF LOCKING FEATURE 05\t — RIS @
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| MANUFACTURER'S IDENTIFICATION, A
PLUS THE LETTER P (OPTIONAL),
PER MIL-HDBK-57. FOR SIZE -3,
MANUFACTURER'S IDENTIFICATION
REQUIRED ONLY. LOCATION OPTIONAL
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AFS THREADS oA | ®B| C | D | G H K S v | W Y Z |MAXIMUM
PRODUCTS |  pEaREiDS WEIGHT
PART NO. MAX | MIN | MIN MIN | MAX | MAX | MIN Ibs/100
3 | .1900-32UNJF-38 | .339| 200| .277| 4201 013 | .190| .262| .065 | 015 = 21
: : 003
4 | .2500-28UNJF-3B | 434| .304| .347| 550|017 | 250| .327| 082 | .020 3131 006 42
5 | .3125-24UNJF-38 | 532| .492| .418| 312|021 | .312| 302| 120 | 035 a0 71
: : 004
6 | .3750-24UNJF-3B | 631| .591| 490| ‘30c| 026 | 375| .458| 129 | 056 s 1.27
7 | 437520UNJF-38 | .720| 689| .631| 70| 034 | 438| .588| 156 | 069 o 2.14
8 | .5000-20UNJF-38 | .828| 788| .703| Zoo| 038 | 500| .654| 190 | 074 o 005 | 3.04
HO4- : 8161 19
o | .5625-18UNJF-3B | .926| .886| .775| ‘2o7| 042 | 562| .720| 230 | 079 o 413
10 | .6250-18UNJF-3B |1.024| .984| .846 -ggg 047 | 625 .784| 250 | 084 | 132 006 | 541
12 | .7500-16UNJF-3B | 1.221|1.181[1.059| 7551 060 | .750| 980 .310 | .094 e 007 | 10.20
14 | .8750-14UNJF-3B | 1.418|1.3781.200| 9701 .068 | .875(1.110| .350 | .109 1o 008 | 15.20
1612 | 1.0000-12UNJF-3B | 1.625 | 1.575 | 1.344 ]883 077 [1.000|1.241 | 400 | .122 H?? 015 | 009 | 21.90
18 | 1.1250-12UNJF-3B | 1.822|1.772 1557 | | 150 | .090 |1.125[1.436| 450 | .150 = 010 | 3230
MATERIAL: A286 CORROSION RESISTANT STEEL PER AMS5737 (UNS S66286).
OPTIONAL: FOR SIZES -12 AND LARGER, INCONEL 718 ALLOY PER AMS5662 (UNS NO7718) .
FINISH: SILVER PLATE PER AMS2410 WITH .0002 MINIMUM THICKNESS ON ANY SURFACE WHICH CAN BE
TOUCHED WITH A @.75 BALL. THREADS SHALL SHOW COMPLETE COVERAGE, BUT THICKNESS
REQUIREMENT IS WAIVED.
PERFORMANCE: NAS3350, CLASS IIIA.
NOTES: /A\ DIMENSIONS G, K AND W APPLY PRIOR TO SELF LOCKING FEATURE.

2. MAGNETIC PERMEABILITY SHALL BE LESS THAN 2.0 (AIR=1.0) FOR A FIELD STRENGTH OF
200 OERSTEDS, USING A MAGNETIC PERMEABILITY INDICATOR PER ASTM A342, METHOD 3.

3. UNLESS OTHERWISE SPECIFIED:
A) DIMENSIONS APPLY AFTER FINISH.
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