FILED AS:

MANUFACTURE OF THE PROPRIETARY PARTS SHOWN HERE WITHOUT WRITTEN
CONSENT OF ARCONIC FASTENING SYSTEMS IS ABSOLUTELY PROHIBITED.

THIS DRAWING EMBODIES ARCONIC FASTENING SYSTEMS CONFIDENTIAL, PROPRIETARY DESIGN &
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ALL DESIGN, MANUFACTURING PRODUCTION, USE & SALE RIGHTS REGARDING SAME ARE EXPRESSLY RESERVED.
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. Deutsch . Huck . K-Fast . Kaynar .

UPPER THREADED PORTION FORMED
OUT OF ROUND TO PROVIDE
SELF LOCKING FEATURE

L~ v[8] el yox
| MANUFACTURER'S IDENTIFICATION,
BASIC PART NUMBER, DASH NUMBER,
AND FINISH CODE PER NAS1805.
FOR SIZE -3, MANUFACTURER'S
IDENTIFICATION ONLY

LOCATION OPTIONAL

[

Microdot . RAM . Rosan . Screwcorp . Tridair . Voi- Shan e,

W 7

RADIUS OR
CHAMFER

—T

DA ¢D @B
B]
THREADSI/
1 f 1
/A\ RADIUS OR
e CHAMFER
12X W ——s={ |=a— 24X (G) ~—— H —= CHAMFER

prdilcrs | oLREADS, | P | PR C© | O] RS Y2
PART NO. MAX | MIN | MIN MAX | MAX | MIN Ibs/100

3 | .1900-32UNJF-38 | 339| 200| 27| 2201 013 | .190| .262| .065 | 015 | 2o 21

4 | .2500-28UNJF-38 | .434| 304| 347| 220|017 | 250| .327| .082 | .020 | 13| 006 008 42

5 | 312524UNJF-38 | 532| 492| 418| 3121 021 | 312| 302| 120 | .035 | TC 71

6 | .3750-24UNJF-38 | 631 591| .490| 302| 026 | .375| .458| .120 | .056 | “4o0 Sl pe

7 | .4375-20UNJF-3B | .729| .689| .631 :jgg 034 | 438| 588 .156 | .069 | ‘ooa 2.14

8 | 5000-20UNJF-38 | 828| 788 .703| 200 | .038 | 500| 654|190 | 074 | 827 005 | 3.04
HOS- | 9 | .5625-18UNJF-38 | .926| 886| .775| 207 | 042 | .562| .720| 230 | .079 | S0 o0 413

10 | .6250-18UNJF-38 |1.024| 984| 846| S50| 047 | .625| .784| 250 | .084 | 192 006 | 541

12 | .7500-16UNJF-38 |1.221|1.181|1.050| /35| 060 | 750| 980 310 | .004 | 320 007 | 10.20

14 | .8750-14UNJF-3B |1.418|1.378|1.200| 572| .068 | .875[1.110| 350 | 109 | 1-9%2 008 | 15.20

1612 1.0000-12UNJF-38 |1.625|1.575|1.344| ;50| 077 |1.000( 1.241 | 400 | .122 | 1199 009 | 21.90

18 | 1.1250-12UNJF-38 |1.822|1.772| 1557 | ;'150| 090 |1.125(1.436 | .450 | .150 | }35] M5 0 | sz

20 | 1.2500-12UNJF-38 |2.019|1.969| 1.699 | 1250 | 098 [1.250 | 1.565| .500 | .170 | 1302 011 | 4230
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PROJECTION

MATERIAL:

FINISH:

PERFORMANCE:

TEMPERATURE:

NOTES:
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Delron . Deutsch . Huck . K-Fast .

A286 CORROSION RESISTANT STEEL PER AMS5737 (UNS S66286).
OPTIONAL: FOR SIZES -12 AND LARGER, INCONEL 718 ALLOY PER AMS5662 (UNS N07718) .

HO5~(*):

PASSIVATE PER AMS2700, METHOD 1, TYPE 2, 6 OR 8, CLASS 4 PLUS SOLID FILM LUBRICANT

COAT PER AS5272, TYPE I.

H95-(*)C:

CADMIUM PLATE PER AMS-QQ-P-416, TYPE Il, CLASS 2, PLUS CETYL ALCOHOL PER AS87132,

TYPE |, GRADE A.

/3\ H5-(*)CD:

CADMIUM PLATE PER AMS-QQ-P-416, TYPE Il, CLASS 2, PLUS SOLID FILM LUBRICANT COAT

PER AS5272, TYPE I.

/3\ HI5-(*)FA:

PASSIVATE PER AMS2700, METHOD 1, TYPE 2, 6 OR 8, CLASS 4 PLUS SOLID FILM LUBRICANT
COAT PER AS5272, TYPE |. LUBRICANT SHALL BE SPACE COMPATIBLE , KAL-GARD "FA" ONLY.

NAS3350, CLASS llIA, EXCEPT AS FOLLOWS:

A) HO5-(*) & HO5-(*)FA ONLY:
REUSABILITY TEST TO FIVE CYCLES. RECORD MAXIMUM INSTALLATION AND BREAKAWAY

TORQUE ON THE FIRST, THIRD AND FIFTH CYCLES.

450 °F.

A DIMENSIONS C, K AND W APPLY PRIOR TO SELF LOCKING FEATURE.

2.  MAGNETIC PERMEABILITY SHALL BE LESS THAN 2.0 (AIR=1.0) FOR A FIELD STRENGTH OF
200 OERSTEDS, USING A MAGNETIC PERMEABILITY INDICATOR PER ASTM A342, METHOD 3.

A IN ADDITION TO MARKING:
H95-(*)CD: SHALL BE IDENTIFIED WITH A PERMANENT SPOT, DAB OR

PATCH OF WHITE PAINT, DYE OR LACQUER.

H95-(*)FA: SHALL BE IDENTIFIED WITH A PERMANENT SPOT, DAB OR

PATCH OF YELLOW PAINT, DYE OR LACQUER.

4.  UNLESS OTHERWISE SPECIFIED:

A) DIMENSIONS APPLY AFTER FINISH BUT BEFORE LUBRICANT.
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