FILED AS:

MANUFACTURE OF THE PROPRIETARY PARTS SHOWN HERE WITHOUT WRITTEN
CONSENT OF ARCONIC FASTENING SYSTEMS IS ABSOLUTELY PROHIBITED.

THIS DRAWING EMBODIES ARCONIC FASTENING SYSTEMS CONFIDENTIAL, PROPRIETARY DESIGN &
ALL DESIGN, MANUFACTURING PRODUCTION, USE & SALE RIGHTS REGARDING SAME ARE EXPRESSLY RESERVED.

H

. CamIOC

. Delron .

Deutsch . Huck . K-Fast . Kaynar .

MANUFACTURER'S
IDENTIFICATION

Microdot . RAM . Rosan .

Screwcorp . Tridair .

Voi - Shan “*W\%

LOCATION OPTIONAL
+.015
2x gK1 * 318 THRU —
2X @K THRU T f
+1+ x@6 2x'%
1
2X K2 RAD
E RAD éiii;PERTHREADEDPORﬂONFORMED
OUT OF ROUND TO PROVIDE
SELF LOCKING FEATURE HETAL F
BOTTOM C'SUNK RIVET HOLES
THREADS
1 "
—
" i
‘— /’T 3\,
T A
* T < ’ N
/N v
¢b \
SHAPE OF CORNER OPTIONAL
P MAY BE SQUARE, ROUND OR
- C'SINK WITHIN THE LIMITS OF @P
AFS THREADS A C |OD|E | F |BG| H]| J |@OK|OKI| K2 ] M [ N | @P ] V |APPROX
PrODUCTS | LAREADS WEIGHT
PART NO. MAX MIN MIN MAX MIN | MIN | MIN | MAX | MAX | MAX | Ibs/100
06 | .1380-32UNJC-3B 142 '}gg A71 206 25
037 488 .149 349
08 | .1640-32UNJC-3B e | 168 | 150 ’10 39| 103 270 | 248 | 047 | .28
100 | 410 | 250 ' 008 | .008
164 -190 098
3 | .1900-32UNJF-38 | .653 194 | 152 274 29
4 | .2500-28UNJF-3B | 852 254 fg; 281 344 | 055 | .58
K3000- 709 '248 505
5 | 312524UNJF-38 | 914|103 | 317 | 218 s 328 | 502 | . | s 062 | 383 | 417 | 065| 85
: 130 | - :
6 | .3750-24UNJF-38 | .968 379 ggg a0 | 34 505 | 075 | 1.31
220
7 | 4375-20UNJF-3B | 1.101| 797 | 442 | -363 300 | 287 427 | 602 | 085 | 1.84
793 3401 s : -]g? 161 | 161
8 | .5000-20UNJF-3B |1.234 'ggg 521 'ggg 609 | 830 | - 479 | 640 | 115 | 4.80

THIRD ANGLE

~@W§‘EAR EXPORT CONTROLLED TECHNICAL DATA: DISTRIBUTION LIMITED TO U.S. PERSONS OR THOSE NON-U.S. PERSONS
PROJECTION COVERED BY AN APPROPRIATE EXPORT LICENSE OR ALLOWED FOR BY THE APPROPRIATE REGULATIONS, ECCN: EAR99.

-()

APPROVED DATE
29JUL1997

CURRENT DESIGN ACIVITY:

s_K3000

REV. LETTER AND DATE:

A 17DEC2018

&) Arconic

Arconic Fastening Systems
Fullerton Operations

CUSTOMER:

800 S State College Boulevard
Fullerton, California, 92831

http://www.arconic.com

TITLE:

NUT - ANCHOR,
FIXED, CORNER,
SELF-LOCKING

CAGE CODE: 15653

SALES DRAWING No.

UNLESS OTHERWISE SPECIFIED, DIMENSIONS ARE
IN INCHES & TO ASME Y14.5-2009 TOLERANCES:

DECIMALS = +.015; ANGLES =12"

K3000-(*)
PAGE 1 OF 2




FILED AS:

[
d

£

MANUFACTURE OF THE PROPRIETARY PARTS SHOWN HERE WITHOUT WRITTEN
CONSENT OF ARCONIC FASTENING SYSTEMS IS ABSOLUTELY PROHIBITED.

ALL DESIGN, MANUFACTURING PRODUCTION, USE & SALE RIGHTS REGARDING SAME ARE EXPRESSLY RESERVED.

THIS DRAWING EMBODIES ARCONIC FASTENING SYSTEMS CONFIDENTIAL, PROPRIETARY DESIGN &

THIRD ANGLE
PROJECTION

e Camloc . Delron . Deutsch . Huck . K-Fast . Kaynar . Microdot . RAM . Rosan . Screwcorp . Tridair . Voi - Shan

MATERIAL: C1050 CARBON STEEL PER AMS5085 (UNS G10500) OR ASTM A827.
HEAT TREAT: Rc 49 MAX.

FINISH:  K3000-(*):
CADMIUM PLATE PER AMS-QQ-P-416, TYPE Il, CLASS 2 PLUS
SOLID FILM LUBRICANT COAT PER AS5272, TYPE I.

K3000-(*)CW:
CADMIUM PLATE PER AMS-QQ-P-416, TYPE II, CLASS 2, PLUS WAX.

K3000X(*):
CADMIUM PLATE PER AMS-QQ-P-416, TYPE Ii, CLASS 2.
PERFORMANCE:  NASM25027.

TEMPERATURE: 450 °F.

VARIATIONS: ADD BC FOR BOTTOM C'SUNK RIVET HOLES.
EXAMPLE: K3000-4BC

NOTES: A CENTER OR TAPPED HOLE SHALL NOT DEVIATE IN ANY DIRECTION FROM THE CENTER OF
THE PLATE NUT AS DETERMINED BY THE RIVET HOLES BY MORE THAN .005.

A FOR SIZES -06: COUNTERSINK WITHIN THE LIMITS OF @D.
A K2 IS CLEARANCE FOR ATTACHING RIVETS.

4. MAGNETIC PERMEABILITY SHALL BE LESS THAN 2.0 (AIRE=1.0) FOR A FIELD STRENGTH OF
200 OERSTEDS, USING A MAGNETIC PERMEABILITY INDICATOR PER ASTM A342 OR
EQUIVALENT.

5. UNLESS OTHERWISE SPECIFIED:
A) DIMENSIONS APPLY AFTER FINISH, BUT BEFORE LUBRICATION.
B) SURFACE TEXTURE TO BE 125 MICROINCHES MAX, PER ASME B46.1.
C) REMOVE ALL BURRS AND SHARP EDGES.
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