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NOTES:

1.

Voi-Shan - Trideir « Screwcorp \

DASH L GRIP RANGE WEIGHT

NUMBER LBS/100

MIN MAX APPROX.
-0 .343 .093 156 1.80
-1 .437 .157 | .250 2.10
-2 .§31 .251 | .343 2.37
-3 .625 .344 | .437 2.60
-4 .718 .438 | .531 2.91
-5 .812 532 | .625 3.15
-6 .906 .626 | .718 3.39
-7 1.000 .719 | .812 3.63
-8 1.093 .813 | .906 3.77
-9 1.187 .907 | 1.000 3.91

MATERIAL: 300 SERIES CRES PER ASTM-A-581/582/320 OR AMS 5640/5738.

<2 OPTIONAL FINISHES:
2.1. CA1782-() DENOTES PASSIVATE PER QQ-P-35.
2.2. CA1762-( )8 DENOTES BLACK OXIDE PER MIL-C-13924.
2.3. CA1782-( )C DENOTES BLACK CHROME PER MIL-C-14538.
3. THIS STUD NUT TO BE USED WITH CAI1Z11 RECEPTACLE AND
CA1727 OR CAI727-2 RETAINING RING.
4. CONSULT FAIRCHILD'S ENGINEERING DEPARTMENT FOR AVAILABILITY OF
OPTIONAL MATERIALS, FINISHES AND SIZES.
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