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NOTES, UNLESS OTHERWISE SPECIFIED:

MATERIAL: 300 SERIES CORROSION RESISTANT STEEL PER AMS5640/AMS5738, ASTM-A-581/582/320, QQ-S-763.
FINISH:
CA1821-() = PASSIVATE PER QQ-P-35.

CA1821-( )B = BLACK OXIDE PER MIL-OTL-13924, CLASS 4.
(SUFFIX THE LETTER "B* AFTER DASH NUMBER)

CA1821-( )C = CADMIUM PLATE PER QQ-P-416, TYPE 1I, CLASS 2.
{SUFFIX THE LETTER °C" AFTER DASH NUMBER)

USAGE:
THIS STUD NUT IS DESIGNED FOR USE WITH A CA%810 RECEPTACLE AND A CA1828, CA1826-1 O CA18377
RETAINING RINGS.

MECHANICAL PROPERTIES:
ULTIMATE TENSILE STRENGTH: 1,650 L8S MINIMUM.
ULTIMATE SINGLE SHEAR STRENGTH: 1,800 LBS MINIMUM.

THE MECHANICAL PROPERTIES SHOWN ARE CALCULATED VALUES. MECHANICAL PROPERTIES TESTING MAY
NOT BE PERFORMED ON EACH PRODUCTION LOT.

DO NOT USE UNASSIGNED DASH NUMBERS. CONSULT FAIRCHILD ENGINEERING DEPARTMENT FOR AVAILABILITY
OF OPTIONAL MATERIALS, FINISHES AND SIZES.
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