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£3 MATERIAL: CARBON STEEL PER AMS5085 (UNS G10500).
.2
s
£ FINISH: MKI400-(%):
58 CADMIUM PLATE PER AMS-Q0-P-416, TYPE I, CLASS 2, PLUS
o DRY FILM LUBRICANT COAT PER AS5272, TYPE I.
o
2s MK1400X(#):
gu CADMIUM PLATE PER AMS-QQ-P-416, TYPE |1, CLASS 2.
3 MKI400-(*)B:
s CADMIUM PLATE PER _AMS-Q0-P-416, TYPE ||, CLASS 2,
g DRY FILM LUBRICANT COAT PER AS5272, TYPE I, PLUS
. RED OR PINK DYE. COATING NOT TO AFFECT
3 SELF-LOCKING FEATURE.
S
S PERFORMANCE: NASM25027, EXCEPT AS FOLLOWS:
hin A) AXIAL TENSILE STRENGTH AS TABULATED, BASED ON 160 KSI.
w=
Qe
§§ VARIATIONS: ADD *BC" FOR BOTTOM C‘SUNK RIVET HOLES. EXAMPLE: MK|400-4BC.
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=3 NOTES: /N THREAD RELIEF DOES NOT APPLY TO -o04 AND -06 SIZES, BUT MUST HAVE
Ba A C’SINK TO THE LIMITS OF @P MAX. :
w2 2. DIMENSIONS APPLY AFTER PLATING, BUT BEFORE LUBRICATION.
=8 3. SURFACE TEXTURE 125 MICROINCHES PER ASME B46.1.
4. REMOVE ALL BURRS AND SHARP EDGES.
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