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6,3    1,6 

 Ra max                       Cassage d’angle 0,1 – 0,4 ■ Dimensions en mm 

PART NUMBER FILETAGE 

B C D H H1 K V W MASSE 

min. min. max. min. max. min. min. max. min. nom. tol. Kg 100 pcs 

APPROX. 

3050PA10CC MJ3 x 0,50 - 4H6H 5,4 6,5 3,8 3,2 4,5 2 1,8 0,4 0,2 6 
h12 

0,048 

5080PA10CC MJ5 x 0,80 - 4H6H 7,4 8,7 5,8 5,2 6,2 3,2 3,2 0,5 0,2 8 0,136 

12125PA10CC MJ12 x 1,25 - 4H5H 18 21,1 13,1 12,3 13,8 7,8 8,6 0,6 0,3 19 h13 1,820 

Contacter Howmet Fastening Systems pour les diamètres / versions en fabrication. 

 

MATIERE : Acier inoxydable Z6CNT18-10, Z10CNT18-11, AISI 303, AISI 304, AISI 316, 

  Z2CN18-10 ou équivalent. 

 

TRAITEMENT DE SURFACE :   Passivation suivant EN 2516. 

 

CLASSIFICATION : 900 MPa (à température ambiante). 

 

FILETAGE :  MJ suivant ISO 5855-2. 

 

TOLERANCES DE FORME 

ET DE POSITION : Suivant ISO 8788. 

 

MARQUAGE : MJ-SD suivant EN 2424 – Catégorie N, à l’emplacement indiqué dans le dessin. 

 

CONDITIONS DE QUALIFICATION 

ET D’ACCEPTATION : ISO 5858 excepté essai à température maximale d’utilisation. 
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6,3    1,6 

 Ra max                       Remove sharp edges 0,1 – 0,4  ■ Dimensions in mm 

SIMMONDS PART NUMBER THREAD B C D H H1 K V W WEIGHT 

Kg 100 parts 

APPROX   min. min. max. min. max. min. min. max. min. nom. tol. 

3050PA10CC MJ3 x 0,50 - 4H6H 5,4 6,5 3,8 3,2 4,5 2 1,8 0,4 0,2 6 
h12 

0,048 

5080PA10CC MJ5 x 0,80 - 4H6H 7,4 8,7 5,8 5,2 6,2 3,2 3,2 0,5 0,2 8 0,136 

12125PA10CC MJ12 x 1,25 - 4H5H 18 21,1 13,1 12,3 13,8 7,8 8,6 0,6 0,3 19 h13 1,820 

Contact Howmet Fastening Systems for the diameter/type in manufacturing. 

 

MATERIAL: Corrosion resistant steel Z6CNT18-10, Z10CNT18-11, AISI 303, AISI 304, AISI 316, 

 Z2CN18-10 or equivalent. 

  

SURFACE TREATMENT: Passivation in accordance with EN 2516. 

 

CLASSIFICATION: 900 MPa (at room temperature). 

 

THREAD: MJ in accordance with ISO 5855-2. 

 

TOLERANCES OF FORM AND 

POSITION: In accordance with ISO 8788. 

 

MARKING: MJ-SD in accordance with EN 2424 – Category N, on the area indicated on the drawing. 

 

QUALIFICATION AND 

ACCEPTANCE CONDITIONS: ISO 5858 except test at maximum operating temperature. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 


