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6,3    1,6 

         Ra max                       Cassage d’angle 0,1 – 0,4 ■ Dimensions en mm 

DESIGNATION PRODUIT FILETAGE 

A B C D H S V 

W 

MASSE 

Kg 100 pcs 

APPROX. max. min. min. max. min. max. min. min. 

5080PH105-NF MJ5 x 0,80 – 4H6H 9,1 8,3 6,5 5,8 5,2 5 2 0,6 6 
h12 

0,080 

6100PH105-NF MJ6 x 1,0 – 4H5H 10,6 9,8 7,6 7,1 6,3 5,4 2,3 0,7 7 0,115 

8100PH105-NF MJ8 x 1,0 - 4H5H 13,6 12,8 10,9 9,1 8,3 7,2 3,2 0,9 10 h13 0,315 

10125PH105-NF MJ10 x 1,25 – 4H5H 16,8 15,8 13,2 11,1 10,3 9 3,8 1,1 12 0,475 

Contacter Howmet Fastening Systems pour les diamètres / versions en fabrication. 

 

 

 

MATIERE : Acier inoxydable Z6NCT25 suivant EN 2399, EN 3639 ou TR 3791, traité pour 27- 44 HRC. 
 

TRAITEMENT DE SURFACE : Argentage 5 µm mini suivant EN 2786. 

 

CLASSIFICATION :  1100 MPa (à température ambiante) / 425 ° C. 

 

FILETAGE : MJ suivant ISO 5855-2. 

 

TOLERANCES DE FORME ET 

DE POSITION : Suivant ISO 8788. 

 

MARQUAGE : MJ–SD suivant EN 2424 – Catégorie N + lettre C à l’emplacement indiqué sur le dessin. 

 

CONDITIONS DE QUALIFICATION  

ET D’ACCEPTATION : EN 3152 (Excepté les couples) pour 5080PH105-NF - 6100PH105-NF. 

 NF L 22-500 (Excepté les couples) pour 8100PH105-NF & 10125PH105-NF. 

 

 

 

 

 

 



 

Howmet Fastening Systems 

Howmet Fixations Simmonds SAS 
9, rue des Cressonnières  

72110 Saint-Cosme-en-Vairais – France - F0224 

Tél : 33 (0)2-43-31-41-00 

Fax : 33 (0)2-43-33-18-02 

 

© 2020-2021 Howmet Aerospace Inc. All rights reserved.  Simloc is a trademark of Howmet Aerospace Inc. and its subsidiaries. 

SIMLOC® NUT HEX – NO LOCKING – 1100 MPa / 425 ° C – SILVER PLATE PH105-NF-ISO-MJ 

Rev: F Date: 2021/04/29 Page: 2/2 

 
 

6,3    1,6 

         Ra max                       Remove sharp edges 0,1 – 0,4  ■ Dimensions in mm 

PART NUMBER THREAD 

A B C D H S V 

W 

WEIGHT 

Kg 100 Parts 

APPROX. max. min. min. max. min. max. min. min. 

5080PH105-NF MJ5 x 0,80 – 4H6H 9,1 8,3 6,5 5,8 5,2 5 2 0,6 6 
h12 

0,080 

6100PH105-NF MJ6 x 1,0 – 4H5H 10,6 9,8 7,6 7,1 6,3 5,4 2,3 0,7 7 0,115 

8100PH105-NF MJ8 x 1,0 - 4H5H 13,6 12,8 10,9 9,1 8,3 7,2 3,2 0,9 10 h13 0,315 

10125PH105-NF MJ10 x 1,25 – 4H5H 16,8 15,8 13,2 11,1 10,3 9 3,8 1,1 12 0,475 

Contact Howmet Fastening Systems for the diameter/type in manufacturing. 

 

 

 

MATERIAL: Corrosion resistant steel Z6NCT25 in accordance with EN 2399, EN 3639 or TR 3791, 

 heat treated for 27-44 HRC. 

 

SURFACE TREATMENT: Silver plate 5 µm in accordance with EN 2786. 

 

CLASSIFICATION:  1100 MPa (at ambient temperature) / 425 ° C. 

 

THREAD: MJ in accordance with ISO5855-2. 

 

TOLERANCES OF FORM AND 

POSITION: In accordance with ISO 8788. 

 
MARKING: MJ–SD in accordance with EN 2424 – Category N + letter C on the area indicated on the drawing. 

 

QUALIFICATION AND 

ACCEPTANCE CONDITIONS: EN 3152 (Except torques) for 5080PH105-NF,  6100PH105-NF. 

 NF L 22-500 (Except torques) for 8100PH105-NF & 10125PH105-NF 
 


