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HOLE PREPARATION
STUD - RING LOCKED
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LA GAM PATGULP PATMOTTOB

A21AS9-101AFS CJNU81-5213. 573. 183. 141. 595. 548. 437.
A41AS11-111AFS CJNU61-0573. 734. 844. 651. 527. 600.1 188.
A61AS11-111AFS CJNU61-0573. 734. 844. 651. 527. 600.1 188.
A5.61AS21-121AFS CJNU41-5734. 515. 625. 271. 587. 601.1 469.

A81AS21-121AFS CJNU41-5734. 515. 625. 271. 587. 601.1 469.
A81AS31-131AFS CJNU31-0005. 395. 106. 271. 548. 191.1 730.1
A41AS9-101BFS CJNU81-5213. 573. 183. 141. 595. 548. 437.

A5.41AS11-111BFS CJNU61-0573. 734. 844. 651. 527. 600.1 188.

NOTES:

1 �B� diameter and minor diameter of thread to be concentric within .003 FIM.
2. When parent material surface is not flat or normal to axis of hole, provide a spotface for

proper locking entry.
3 Thread as shown per MIL-S-8879 is preferred. Alternate thread per FED-STD-H28/2 class 3B or

National class 3 is applicable when specified by design activity.
4. Surface roughness: Machined surfaces to be 125 microinches Ra in accordance with ANSI/ASME B46.1.
5. Remove all burrs and sharp edges.
6 �D� minimum length full thread depth and �E� minimum drill depth are applicable for standard stud

end length shown only. For non standard lengths (see part number coding) �D� and �E� must
change accordingly.
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