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MATERIAL:

HEAT TREAT:

FINISH:

PERFORMANCE:

TEMPERATURE:

VARIATIONS:

NOTES:

NUT, BASKET AND WASHER:
   C1050 CARBON STEEL PER AMS5085 (UNS G10500).

Rc 49 MAXIMUM.

NUT, BASKET AND WASHER:
   F1967-(*) -- CADMIUM PLATE PER AMS-QQ-P-416, TYPE II, CLASS 2, PLUS SOLID 
                       FILM LUBE PER AS5272, TYPE I.
   F1967X(*) -- CADMIUM PLATE PER AMS-QQ-P-416, TYPE II, CLASS 2.
   FI967-(*)CW -- CADMIUM PLATE PER AMS-QQ-P-416, TYPE II, CLASS 3, PLUS WAX.
   FI967E(*)CW -- CADMIUM PLATE PER AMS-QQ-P-416, TYPE II, CLASS 2, PLUS WAX.

NASM25027.

450 °F MAXIMUM.

ADD BC FOR BOTTOM C'SUNK RIVET HOLES
    EXAMPLE:  F1967-4BC

1.    FLOATABILITY:  .025 MINIMUM RADIALLY, FROM CENTERED POSITION.
2.    MISALIGNMENT:  8° IN ANY DIRECTION, FROM CENTERED POSITION.
3.    UNLESS OTHERWISE SPECIFIED: 
           DIMENSIONS APPLY PRIOR TO LUBE.

DETAIL E
BOTTOM C'SUNK RIVET HOLES

DETAIL E
BOTTOM C'SUNK RIVET HOLES
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FLOATING, SELF LOCKING
REV. LETTER AND DATE:
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Fullerton, California, 92831 UNLESS OTHERWISE SPECIFIED, DIMENSIONS ARE
IN INCHES & TO ASME Y14.5-2018 TOLERANCES:

DECIMALS = .010;  ANGLES =

Howmet Fastening Systems
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 WASHER

 M

THREADS 

NUT 

     

  H  

D    

  V  

  P  

 BASKET

 LOCATION OPTIONAL
 IDENTIFICATION
 MANUFACTURER'S 

 UPPER THREADED PORTION FORMED
 OUT OF ROUND TO PROVIDE
 SELF LOCKING FEATURE

  2X C  

  J    A  

K THRU  

  W  

  2X   2X R RAD  


