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KFN609-

08 .1640-32UNJC-3B .292
.288 .235 .242 .202

.198 .230 .335
.325 .122

.102

.164 .095
.085

.220

.212 .270

.005

  .14 15-21

3 .1900-32UNJF-3B .322
.318 .261 .277 .228

.224 .240 .365
.355 .190 .095

.085
.251
.243 .280   .18 25-35

4 .2500-28UNJF-3B .422
.418 .339 .348 .288

.284 .290 .475
.465

.127

.107 .250 .120
.110

.313

.305 .340   .36 60-80

5 .3125-24UNJF-3B .536
.532 .423 .419 .350

.346 .372 .590
.580 .137

.117

.313 .145
.135

.376

.367 .430   .72 130-160

6 .3750-24UNJF-3B .648
.642 .496 .491 .413

.409 .400 .685
.675 .375 .160

.150
.439
.430 .470

.006

1.02 200-240

7 .4375-20UNJF-3B .743
.737 .575 .561 .476

.472 .485 .805
.795 .152

.132

.438 .205
.195

.502

.492 .565 1.80 270-330

8 .5000-20UNJF-3B .865
.855 .654 .631 .538

.534 .525 .915
.905 .500 .235

.225
.564
.553 .615 2.60 370-430

NUT:
    7075 ALUMINUM ALLOY PER AMS4186 (UNS A97075).
WASHER:
    17-4PH STAINLESS STEEL PER AMS5643 (UNS S17400). AGED TO H-1025 CONDITION.

KFN609-(*):
    NUT -- ANODIZE PER MIL-A-8625, RED DYE, PLUS CETYL ALCOHOL LUBRICANT.
    WASHER -- CADMIUM PLATE PER AMS-QQ-P-416, TYPE II, CLASS 3.

KFN609DL(*):
    NUT -- ANODIZE PER MIL-A-8625, RED DYE, PLUS CETYL ALCOHOL LUBRICANT.
    WASHER -- SOLID FILM LUBE PER AS5272, TYPE I.

KFS1008, EXCEPT AS FOLLOWS:
    A)  THREE CYCLE REUSABILITY.

1.    MAY BE MISALIGNED UP TO 7° IN ANY DIRECTION FROM CENTERED POSITION.

2.    REMOVE ALL BURRS AND SHARP EDGES.
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Camloc  .  Delron  .  Deutsch  .  Huck  .  K-Fast   .  Kaynar  .  Microdot  .  RAM  .  Rosan  .  Screwcorp  .  Tridair  .  Voi - Shan
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ASSEMBLY
SELF ALIGNING, SELF LOCKING,

UNLESS OTHERWISE SPECIFIED, DIMENSIONS ARE
IN INCHES & TO ASME Y14.5-2018 TOLERANCES:

DECIMALS = .010;  ANGLES =

Howmet Fastening Systems
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CUSTOMER:

 OUT OF ROUND TO PROVIDE
 UPPER THREADED PORTION FORMED

 SELF LOCKING FEATURE

 MANUFACTURER'S
 IDENTIFICATION
 KFN609-3 AND LARGER
 LOCATION OPTIONAL
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