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3-1
MJ3 X 0,50-4H6H
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12,7
  9,7

5,82
4,83

4,06 - 0,51
1,130 10 1.0

3-2 6,35 6,35 - 4,06

4-1
MJ4 X 0,70-4H6H
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1,720 15 1.5

4-2 6,35 6,35 - 4,06

5-1
MJ5 X 0,80-4H6H

4,06 6,63
5,54

4,06 - 0,51
2,460 18 2.0

5-2 6,35 6,35 - 4,06

MATERIAL:

HEAT TREAT:

FINISH:

PERFORMANCE:

NUT AND CLIP:
    C1050 CARBON STEEL PER AMS5085 (UNS G10500).

HRC 49 MAX.

NUT:
    CADMIUM PLATE PER AMS-QQ-P-416 TYPE II, CLASS 2, PLUS
    SOLID FILM LUBE PER AS5272 TYPE I.
CLIP:
    CADMIUM PLATE PER AMS-QQ-P-416, TYPE II, CLASS 2.

LOCKING TORQUE AND TENSILE PER NASM25027.
AXIAL TENSILE STRENGTH, MAXIMUM LOCKING TORQUE
AND MINIMUM BREAKAWAY AS TABULATED.

EXAMPLE OF PART NUMBER

SL213 - M3 - 1 SP(*)

BASIC PART NUMBER                                                    DENOTES SPECIAL OPTIONS
                                                                                          SEE SEPARATE SALES DRAWING

THREAD SIZE OF NUT                                                    PANEL THICKNESS 

http://www.hfs.howmet.com
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CLIP - NUT,

COVERED BY AN APPROPRIATE EXPORT LICENSE OR ALLOWED FOR BY THE APPROPRIATE REGULATIONS, ECCN: EAR99.

SL213M(*)-(*)800 S State College Boulevard
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UNLESS OTHERWISE SPECIFIED, DIMENSIONS ARE
IN MILLIMETERS & TO ASME Y14.5-2018 TOLERANCES:

DECIMALS = 0,25;  ANGLES = 0

Howmet Fastening Systems
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